SiSoftware Sandra

System

Host Name : FREDRIK-E340B56

User : Fredrik

Workgroup : WORKGROUP

Processor

Model : Intel(R) Pentium(R) 4 CPU 2.66GHz

Speed : 2.66GHz

Cores per Processor : 1 Unit(s)

Threads per Core : 1 Unit(s)

Internal Data Cache : 8kB, Synchronous, Write-Thru, 4-way, 64 byte line size, 2 lines per sector

L2 On-board Cache : 512kB, ECC, Synchronous, ATC, 8-way, 64 byte line size, 2 lines per sector

System

System : IBM 818973G

Mainboard : IBM IBM

Bus(es) : X-Bus PCI IMB USB i2c/SMBus

Multi-Processor (MP) Support : No

Multi-Processor Advanced PIC (APIC) : Yes

System BIOS : IBM 2AKT31AUS

Total Memory : 736MB DIMM DDR

Chipset

Model : Intel 82865G/PE/P, 82848P DRAM Controller / Host-Hub Interface

Front Side Bus Speed : 4x 133MHz (532MHz)

Total Memory : 768MB DIMM DDR

Memory Bus Speed : 2x 133MHz (266MHz)

Memory Module(s)

Memory Module : Infineon 64D32300GU6B 256MB DDR PC2700U DDR-166 (2.5-3-3-7 2-10-0-0)

Memory Module : Hyundai HYMD232 646A8-H 256MB DDR PC2100U DDR-133 (2.5-3-3-6 2-9-0-0)

Memory Module : Micron 16VDDT3264AG-265A1 256MB DDR PC2100U DDR-133 (2.5-3-3-6 2-9-0-0)

Video System

Adapter : Intel(R) 82865G Graphics Controller (266MHz, PCI)

Storage Devices

IC35L060AVV207-0 34GB (ATA100, 3.5", 7200rpm, 2MB Cache) : 31GB (C:)

Maxtor 2B020H1 20GB (ATA100, 3.5", 5400rpm, 2MB Cache) : 19GB (K:)

SONY DVD RW DW-D23A (ATA66, DVD+-RW, CD-RW, 2MB Cache) : N/A (E:)

SONY CD-RW  CRX175E2 (ATA, 2MB Cache) : N/A (F:)

SCSIVAX DVD/CD-ROM (SCSI, SCSI-2, DVD+-R-DL, CD-R, 512kB Cache) : N/A (D:)

Logical Storage Devices

Hard Disk (C:) : 31GB (NTFS) @ IC35L060AVV207-0 34GB (ATA100, 3.5", 7200rpm, 2MB Cache)

M (K:) : 19GB (NTFS) @ Maxtor 2B020H1 20GB (ATA100, 3.5", 5400rpm, 2MB Cache)

CD-ROM/DVD (E:) : N/A @ SONY DVD RW DW-D23A (ATA66, DVD+-RW, CD-RW, 2MB Cache)

CD-ROM/DVD (F:) : N/A @ SONY CD-RW  CRX175E2 (ATA, 2MB Cache)

CD-ROM/DVD (D:) : N/A @ SCSIVAX DVD/CD-ROM (SCSI, SCSI-2, DVD+-R-DL, CD-R, 512kB Cache)

Peripherals

LPC Hub Controller 1 : Intel 82801EB/ER (ICH5/ICH5R) LPC Interface Bridge

LPC Legacy Controller 1 : SMSC LPC v1

Audio Device : IBM SoundMAX Integrated Digital Audio

Audio Codec : Analog Devices 0074h

Serial Port(s) : 1

Parallel Port(s) : 1

Disk Controller : IBM 82801EB/ER (ICH5/ICH5R) EIDE Controller

USB Controller 1 : IBM 82801EB/ER (ICH5/ICH5R) USB UHCI Controller #1

USB Controller 2 : IBM 82801EB/ER (ICH5/ICH5R) USB UHCI Controller #2

USB Controller 3 : IBM 82801EB/ER (ICH5/ICH5R) USB UHCI Controller #3

USB Controller 4 : IBM 82801EB/ER (ICH5/ICH5R) USB UHCI Controller #4

USB Controller 5 : IBM 82801EB/ER (ICH5/ICH5R) USB 2.0 EHCI Controller

System SMBus Controller 1 : Intel 801xx/63xx SMBus

Network Services

Network Adapter : Intel(R) PRO/100 VE Network Connection - Packet Scheduler Miniport (Ethernet, 100Mbps)

Power Management

Mains (AC) Line Status : On-Line

Operating System(s)

Windows System : Microsoft Windows XP Professional 5.01.2600 (Service Pack 3)

Platform Compliance : x86

Performance Tips

Tip 2546 : Large memory modules should be ECC/Parity.

Tip 2 : Double-click tip or press Enter while a tip is selected for more information about the tip.
